MIAMI - CAREY 

STEEL ACCESS DOORS 

for use in 
... plaster walls 
... masonry & dry walls 
... acoustical tile 
installations 


provide easy access 
to control 
and service points 



AIA file NO. 16-P 
















Style 

H.P.E. 

with 3" Wide Expanded 
Metal Wings—same 
specifications as for 
H.P. style, except for 
increase in overall size. 



ACCESS DOORS 
FOR USE IN EVERY 

KIND OF 

CONSTRUCTION 



All dimensions apply to both H.M. and H.P. models. Cam door 
locks are screwdriver operated; specially-designed cam unlocks 
and locks door. Special hinge lift permits easy removal of the 
door. All doors are 14 gauge. Frames are 16-gauge prime steel. 



ACCESS DOORS 
FOR ACOUSTICAL TILE 
INSTALLATIONS 

Designed especially for use in acoustical tile installations. Tile 
is attached to recessed door panel with adhesive mastic. Tile to 
be applied in sufficient thickness to finish flush with the plane 
of surrounding area. 




























MIAMI-CAREY Access Doors are 

designed to permit quick entry to valves, electrical systems and 
other service points. Yet they are equipped with cam locks which 
effectively keep out unauthorized personnel and protect instal¬ 
lations from meddlers. 

All doors are made according to precision manufacturing standards; 
to prevent rust, all doors are BONDERIZED after forming. 

Since these doors are designed for wall or ceiling use, all styles fit 
flush with the surface when installed. A factory primer coat of rust 
inhibitive paint protects the metal so that only one finish coat is 
required. Doors are shipped ready to install; no special framing 
is required. 
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MODEL NO. 
MASONRY AND 

DRY WALLS 

MODEL NO. 

PLASTER 

WALLS 

WALL OPENING 

CAM 

LOCKS 

HINGES 

88 H.M. 

88 H.P. 

8%"x 8%'' 

1 

2 

812 H.M. 

812 H.P. 

8%'' x 12%" 

1 

2 

1212 H.M. 

1212 H.P. 

12%" x 12%" 

1 

2 

1216 H.M. 

1216 H.P. 

12%" x 16%" 

1 

2 

1218 H.M. 

1218 H.P. 

12%" x 18%" 

1 

2 

1616 H.M. 

1616 H.P. 

16%" x 16%'' 

1 

2 

1620 H.M. 

1620 H.P. 

16%'' x 20%" 

1 

2 

1818 H.M. 

1818 H.P. 

18%" x 18%" 

1 

2 

2024 H.M. 

2024 H.P. 

20%" x 24 %" 

2 

2 

2030 H.M. 

2030 H.P. 

20 %" x 30 %" 

3 

2 

2424 H.M. 

2424 H.P. 

24%" x 24%'' 

2 

2 
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ELEVATION 

ACCESS DOOR FOR ACOUSTICAL TILE INSTALLATION 
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SECTION AT “A A" 


MODEL NO. 

Models 1212AT 
Models 1224AT 
Models 2424AT 


BRASS C. P. EYELET FASTEN 
TO TILE WITH ADHESIVE MASTIC 


OVERALL DIMENSIONS 

12" X 12" X 2 %" 
12" x 24" x 2%" 
24" x 24" x 2%" 


NOTE: Door panel recessed Special piano- 
type hinge and recessed panel permit door to 
open freely with tile applied. Prime coated with 
white rust-inhibitive paint. 































































Ml AMI-CARE Y also manufactures a complete line of Bathroom Cabinets, Mirrors 
and Accessories, a full line of Kitchen Range Hoods, plus Ventilating Fans for kitchen, 
den, bathroom and similar purposes. Catalogs of all these products appear in Sweets 
Architectural File, Index ^. Separate copies will be sent on request. 

WARRANTY. We warrant our materials to be of good quality and will replace material proved 
defective. This warranty is in lieu of all others express or implied and may not be extended by repre¬ 
sentatives, written sales information or drawings. While we recommend uses for our material based 
on tests believed reliable, we in no way guarantee particular methods of use or application or per¬ 
formance under special conditions. 


The descriptions and specifications contained in this manual were in effect at the time the book 
was approved for printing. The Miami Cabinet Division of The Philip Carey Mfg. Company reserves 
the right to discontinue models at any time or change specifications or design, without notice and 
without incurring obligation. 



DISTRICT OFFICES: 

Atlanta, Ga —251 Armour Drive, N.E. 

Boston (Cambridge), Mass—22 Moulton Street 
Chicago (BeIIwood), III —25th & Warren Avenue 
Cincinnati, €.—316 S. Wayne Avenue 
Cleveland, 0.—4515 West 160th Street 
Dallas, Tex—2425 Converse Street 
Detroit, Mich—14420 Livernois Avenue 
Houston, Tex.—1400 N. Post Oak Road 
Indianapolis, Ind—1432 Kentucky Avenue 
Los Angeles, Calif—1760 East 15th Street 


San Francisco, Calif.—101 Williams Street 

St. Louis, Mo—307 N. Theresa Avenue 

Seattle, Wash.—505 Dexter Horton Building 

Washington, D.C., (Alexandria), Va.—421 Swann Ave., Section E 
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MIAMI CABINET DIVISION • THE PHILIP CAREY MFC. COMPANY • MIDDLETOWN, OHIO 


Form 6460-80M-10/59 


Litho in U. S. A. 
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